
 
EMISSION STANDARDS-BIENNIAL TESTS 

FINAL STANDARDS for I/M147 Test (Standards are in grams per mile) 
Light Duty Vehicles 

Model Years 
 

Hydrocarbons 
 

Carbon Monoxide Oxides of Nitrogen 
 
1981-1982 

 
3.0 

 
25.0 

 
3.5 

 
1983-1985 

 
2.4 

 
20.0 

 
3.5 

 
1986-1989 

 
1.6 

 
15.0 

 
2.5 

 
1990-1993 

 
1.0 

 
12.0 

 
2.5 

 
1994+ 

 
0.8 

 
12.0 

 
2.0 

 
Light Duty Trucks 1 (less than 6000 pounds GVWR) 

Model Years 
 

Hydrocarbons 
 

Carbon Monoxide Oxides of Nitrogen 
 
1981-1985 

 
4.0 

 
40.0 

 
5.5 

 
1986-1989 

 
3.0 

 
25.0 

 
4.5 

 
1990-1993 

 
2.0 

 
20.0 

 
4.0 

 
1994+ 

 
1.6 

 
20.0 

 
3.0 

 
Light Duty Trucks 2 (greater than 6000 pounds GVWR) 

Model Years 
 

Hydrocarbons 
 

Carbon Monoxide Oxides of Nitrogen 
 
1981-1985 

 
4.4 

 
48.0 

 
7.0 

 
1986-1987 

 
4.0 

 
40.0 

 
5.5 

 
1988-1989 

 
3.0 

 
25.0 

 
5.5 

 
1990-1993 

 
3.0 

 
25.0 

 
5.0 

 
1994+ 

 
2.4 

 
25.0 

 
4.0 

 


